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Amendments to the Claims: 

This listing of claims will replace all prior versions, and listings, of claims in the application: 
Listing of Claims: 

1 . (Currently Amended) A method for programming a set-top box, comprising: 
generating an electronic system guide4defrttfyiftg- u p l urality of sources p rovidin g signals 

to the s eMop-bsx ; jmd 

di splaying a user-selected option within the electronic system guide that, when se lcqgjk 
causes an auto-program to be proce sse d, the auto-program be ing instruc tions adapted for: 

displaying a t lea st one pop-up for selecting a first source of the plurality of 
sources from the electronic system guide as a first default sources Getoetmsgiuia second 
source of the plurality of sources as a second de fault sources 

detecting whether a channel number associated with an incoming signal is a non- 
overlapping channel number or an overlapping channel number^ and 

automatically programming the channel number to tune to a station for receiving 
television programs provided by the selected first default source in response to the 
channel number being the non-overlapping channel number and programming the 
channel number to tunc to a station receiving television programs provided by the 
selected second default source in response to the channel number being the overlapping 
channel number. 

2. (Currently Amended) The method of claim 1 , wherein the displaying o f the at 
least one po p-up further comprisesmgr generating a menu listing a satellite source and a cable 
source for a user to select the non-overlapping channel number to tune to a station for receiving 
television programs provided by a selected one of the satellite source and cable source. 

3. (Currently Amended) The method of claim 1 , wherein the displa ying of the at 
least one pop -up further comprisesmgr generating a menu listing a local TV antenna source -fep 
and a satellite source for a user to select the non-overlapping channel number to tune to a station 
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for receiving television programs provided by a selected one of the local TV antenna source and 
the satellite source. 

4. (Previously Presented) The method of claim 1, wherein prior to selecting the 
second source of the plurality of sources, the method comprising generating a menu listing 
sources of the plurality of sources, including the second source, for the user to select as the 
selected second source. 

5. (Previously Presented) A system for providing a default source to at least one 
channel number usable by a plurality of sources providing a station to transmit television 
programs, comprising: 

a processor configured to generate an electronic system guide identifying the 
plurality of sources; and 

a selector controlled by the processor to 1) select a first default source of the 
plurality of sources in response to detecting a non-overlapping channel number for television 
programs provided by the plurality of sources and automatically program the system to tune to a 
station for receiving television programs provided by the first default source, and 2) select a 
second default source of the plurality of sources in response to detecting an overlapping channel 
number for television programs provided by the plurality of sources and automatically program 
the system to tunc to a station for receiving television programs provided by the second default 
source. 

6. (Original) The system of claim 5, wherein the processor is also configured to 
generate a menu listing a satellite source and a cable source for a user to select such that the at 
least one channel number tunes to a station for receiving television programs provided by a 
selected one of the satellite source and cable source. 

7. (Original) The system of claim 5, wherein the processor is also configured to 
generate a menu listing a local TV antenna source and a satellite source for a user to select such 
that the at least one channel number tunes to a station for receiving television programs provided 
by a selected one of the local TV antenna source and satellite source. 
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8. (Original) The system of claim 5, wherein the television programs are transmitted 
using one of an analog signal and a digital signal. 

9-1.1. (Cancelled.) 

12. (Currently Amended) A method comprising: 

selecting a first default source for overlapping channel numbers being channel numbers 
used by a plurality of sources; 

determining if any of the channel numbers used by the plurality of sources are 
overlapping channel numbers, wherein and in. response to determining if there a seany 
overlapping channel numbers, 

listing the plurality of sources using the overlapping channel numbers, 
selecting a second default source among the listed plurality of sources to program 
the overlapping channel numbers, and 

automatically programming the overlapping channel numbers to tune to a station 
for receiving television programs provided by the selected second source, and. 
in response to determining that any of the channel numbers used by the plurality of 
sources are non-overlapping channel numbers, automatically programming the non-overlapping 
channel numbers to tune to a station for receiving television programs provided by the selected 
first default source. 

13. (Original) The method of claim 12, further comprising: 
if there are no overlapping channel numbers, 

programming the channel numbers to tune to a station for receiving television 
programs provided by the selected first source. 

1 4. (Original) The method of claim 12, wherein selecting a first source selects one of 
a local TV antenna source, cable source, and satellite source. 

15. (Original) The method of claim 12, wherein selecting a second source selects one 
of a local TV antenna source, cable source, and satellite source. 
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16-17. (Cancelled.) 

1 8. (Previously Presented) A system for providing a default source to channel 
numbers, comprising: 

a processor configured to (1) generate an electronic system guide including an auto- 
prograni option to automatically program the channel numbers by a first default source and a 
second default source, (2) determine if there are overlapping channel numbers among the 
channel numbers, (3) automatically programming each overlapping channel number to tunc to 
the second default source in response to determining there are overlapping channel numbers, and 
(4) automatically programming any non-overlapping channel number to tunc to the first default 
source in response to determining there are non-overlapping channel numbers among the channel 
numbers; and 

a selector controlled by the processor to (1) select the first default source such that the 
non-overlapping channel numbers tune to a station for receiving television programs provided by 
the first default source, and (2) select the second default source such that the overlapping channel 
numbers tune to a station for receiving television programs provided by the second default 
source. 

19. (Previously Presented) The system of claim IS, wherein the first default source is 
one of a local TV antenna source, cable source, and satellite source, 

20. (Previously Presented) The system of claim 18, wherein the second default 
source is one of a local TV antenna source, cable source, and satellite source. 

21. (Currently Amended) An article of manufacture including one or more computer 
readable media with executable instructions therein, which, when executed by a processing 
device causes the processing device to: 

display aticas tone pop-up for selectin g a first source of the plurality of sources 
from the electronic system guide as a first default source and a second source of the 
plura lity o f sources as a second default ; soiircg^ 
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deject whether a channeL number associated with an, .incoming signal is a non - 
oycrl amimu channel number or an overlapping channe l number.; and 

automatically pr o^ ni m Lrmihe channel numbe r to nine to a station for receiving 
television pm^a msji rovided hv the selected first default source in re sponse to the 
channel nu mb CT being the non-overlapping channel number and programming the 
channel number to tunc to a station rec e iving television programs provided by the 
selected se cond defa ult source in response to the channel number be ing the- overlapping 

s e lect a iire t^efouJt-se urc e Lo progra m-chas m e ! numhora 

feciftg-tififtMe- by a plural it y of progr an^amgH 
i f there arc overla pping 

seeeftd-daf 

the-overfftppmg^ha an e l numbers, a nd 
automatically program the overlapping chan tte l - numhen) to tunc to a statio n 

ove rlapping channel numbere-to-toae ro a station providod - k y4he s e l e cted first default 





22. (Previously Presented) The system of claim 18, wherein the overlapping channel 
numbers are channel numbers that are used by a first plurality of channel numbers associated 
with the first default source and a second plurality of channel numbers associated with the 
second default source. 

23. (Previously Presented) The system of claim 1 8, wherein the selection of the first 
default source and the second default source is automatic. 
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